QTP Series.- Diagnostic Coupler

Coupler

BOP / Agriculture

Features Applications Interchange
* Flat face valve * Use to connect/disconnect pressure + ISO 151711
» -22°F to +250°F (-30°C to +121°C) gauges to hyraulic systems, eleminating » Parker PD
+ Connection: Push to Connect the need for permanent gauges. + Eaton FD90
+ Disconnection: Sleeve Retraction * Faster DF
» Connection Under Pressure: Not Allowed  Dixon PD

* Max Working Pressure: 6,800 PSI

/ Multifaster / Flat Face /

| N | COUPLER
DIMENSIONS (in)
BODY SIZE T"'S'TZEQD STEEL
5 A B HA
‘; 3 V8" %" - Female NPT QTPC22FP 1.65 0.95 0.83
o E " V4" - Female NPT QTPC24FP 1.97 0.95 0.83
s 8 V8" 14" - Male NPT QTPC24MP 2.20 0.95 0.83
»n " 746" - 24 - Female ORB QTPC24FOB 2.13 0.95 0.83
8" %e"- 18 - Female ORB QTPC26FOB 2.13 0.95 0.83
NIPPLE
DIMENSIONS (in
BODY SIZE D STEEL =)
SIZE c = "
8" 18"~ Female NPT QTPN22FP 1.42 0.50 0.75
V8" V4" - Female NPT QTPN24FP 1.58 0.50 0.75
8" 18" - Male NPT QTPN22MP 1.61 0.50 0.67
V8" 4" - Male NPT QTPN24MP 1.62 0.50 0.75
T % | %¢-24-MaleoRB | QPN22moB | 153 | o050 | 067
% (o) V8" 746"~ 24 - Male - ORB QTPN24MOB 1.53 0.50 0.67
% 2 8" %s"-18 - Male - ORB QTPN26MOB 1.53 0.50 0.67
a V8" M14 x 1.5 - Male QTPN214MML 1.66 0.50 0.75
N\ DUST CAP FOR NIPPLE
BODY SIZE RUBBER
. " QTP2DC
3
®
; 36 BECAUSE WE CONTINUALLY EXAMINE WAYS TO IMPROVE OUR PRODUCTS, WE RESERVE THE RIGHT TO ALTER SPECIFICATIONS WITHOUT NOTICE.
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QH Series - valved

Features

* Poppet valve

.

.

Coupler

Nitrile seals / PTFE Back-up ring
-22°F to +250°F (-30°C to +125°C)

* Connection: Sleeve Retraction

» Disconnection: Sleeve Retraction
» Connect under pressure: Not Allowed

MAX WORKING PRESSURE (PSI)

Applications

* Industrial

* Mobile Equipment
* Oil & Gas

BODY SIZE

STEEL

A

6,500

34"

4,500

"

4,000

%n

3,500

1’

2,000

1-14"

1,750

1"

1,500

1,500

Interchange

.

.

.

MIL-C-51234
Snap-Tite H/IH
Faster TNV/TNL
Dixon V

BECAUSE WE CONTINUALLY EXAMINE WAYS TO IMPROVE OUR PRODUCTS, WE RESERVE THE RIGHT TO ALTER SPECIFICATIONS WITHOUT NOTICE.

FORSAFLEX
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QH Series - valved

BOP / Agriculture

\‘
COUPLER DUST PLUG FOR COUPLER
8 DEMNSIONS (IN) BODY SIZE RUBBER
E BODY SIZE THREAD SIZE STEEL A = " " QH4DP
"_6 14" 14" Female - NPT QHC44FP 168 | 099 | 088 %' QH6DP
. %" %" Female - NPT QHC66FP 194 [ 118 [ 1.00 V2! QH8DP
\ v v2"- Female - NPT QHC88FP 213 | 136 | 119 %' QH12DP
- %" %’-Female-NPT | QHC1212FP [ 247 | 167 | 150 1 QH16DP
% 1 1”-Female-NPT | QHC1616FP | 270 | 206 | 1.88
:g 14" 1-%"-Female-NPT | QHC2020FP [ 354 | 219 [ 2.00
'—; 15" 1-4"-Female-NPT | QHC2424FP | 327 | 274 | 250
= 2 2"-Female-NPT | QHC3232FP [ 392 | 383 [ 3.50
\‘

Connect

o
-
3
o
1S3
0
0

NIPPLE DUST CAP FOR NIPPLE
DEMNSIONS (IN) BODY SIZE RUBBER
BODY SIZE THREAD SIZE STEEL
c D H2 V4" QH4DC
174 %4"- Female - NPT QHN44FP 1.62 043 0.88 %" QH6DC
%" 3%"- Female - NPT QHNG66FP 1.87 0.51 1.00 V" QH8DC
%" 15"~ Female - NPT QHNB88FP 1.99 063 1.19 7% QH12DC
E 3" 3"~ Female - NPT QHN1212FP 231 0.92 1.50 1" QH16DC
®
- 8 1 1”- Female - NPT QHN1616FP 2.60 117 1.88
c
"cg — 1-%" 1-%" Female-NPT | QHN2020FP 3.54 1.42 2.00
) 1-15" 1-%"-Female NPT | QHN2424FP 3.27 1.71 2.50
\ 2" 2"-Female - NPT QHN3232FP 3.97 3.50
£
()
i
®
; 38 BECAUSE WE CONTINUALLY EXAMINE WAYS TO IMPROVE OUR PRODUCTS, WE RESERVE THE RIGHT TO ALTER SPECIFICATIONS WITHOUT NOTICE.
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QTE Series.- European

Coupler

Features Applications

* Poppet valve * Industrial

+ Nitrile seals / PTFE Back-up ring * Mobile Equipment
+ -22°F to +250°F (-30°C to +125°C) + Hydraulic Tools

» Connection: Sleeve Retraction
» Disconnection: Sleeve Retraction
» Connect under pressure: Not Allowed

MAX WORKING PRESSURE (PSl)

BODY SIZE STEEL
%" 5,000
7" 4,000
%" 4,000
1" 3,200

BECAUSE WE CONTINUALLY EXAMINE WAYS TO IMPROVE OUR PRODUCTS, WE RESERVE THE RIGHT TO ALTER SPECIFICATIONS WITHOUT NOTICE.

Interchange

* MIL-C-51234

» Tema 3800, 5000, 7500, 10000
* CEJN 525

* Dixon TR

FORSAFLEX
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BOP / Agriculture

/ Multifaster / Flat Face /

Connect

o
-
3
o
1S3
0
0

Standard
ISO

Water

QTE Series.- European

COUPLER DUST PLUG FOR COUPLER
DEMNSIONS (IN) BODY SIZE RUBBER
BODY SIZE THREAD SIZE STEEL
A B H1 %" QT6DP
V8" ¥"- Female - NPT QTEC66FP 2.52 1.38 1.18 " QT8DP
%" %"~ Female - NPT QTEC88FP 2.62 1.57 1.42 3" QT12DP
34" %"~ Female - NPT QTEC1212FP 3.35 2.05 2.05 1” QT16DP
1" 1”- Female - NPT QTEC1616FP 3.90 2.56 2.17
%" ¥"- Female - BSP QTEC66FBSP 2.52 1.38 1.18
n" 4" Female - BSP QTEC88FBSP 2.62 1.57 1.42
" %"-Female-BSP | QTEC1212FBSP 335 2.05 2.05
1" 1"-Female -BSP | QTEC1616FBSP 3.90 2.56 217
T
-
4
NIPPLE DUST CAP FOR NIPPPLE
DEMNSIONS (IN) BODY SIZE RUBBER
BODY SIZE THREAD SIZE STEEL
c D H2 8" QT6DC
8" ¥"- Female - NPT QTEN66FP 1.59 0.78 0.87 1" QT8DC
%" 1"~ Female - NPT QTENSSFP 163 | 097 | 1.06 W% QT12DC
%" %"-Female-NPT | QTEN1212FP | 220 | 129 | 142 1" QT16DC
1" 1”- Female - NPT QTEN1616FP 2.48 1.61 1.81
%" ¥%"-Female - BSP QTENG66FBSP 1.59 0.78 0.87
%" 5"~ Female - BSP QTENS88FBSP 1.63 0.97 1.06
" %"-Female-BSP | QTEN1212FBSP 2.20 1.29 142
1" 1”-Female - BSP | QTEN1616FBSP 248 161 1.81
40 BECAUSE WE CONTINUALLY EXAMINE WAYS TO IMPROVE OUR PRODUCTS, WE RESERVE THE RIGHT TO ALTER SPECIFICATIONS WITHOUT NOTICE.
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